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Signage is an important part of the branding of our company so 
we have developed a coherent yet flexible system. It must be 
applied to all signage at every Aludium facility.

The care we take with signage reflects the quality standards 
Aludium applies to its products. That’s why every sign must re-
main in perfect condition. Torn or dirty signage damages the 
quality image of our business.

If you have questions about signage, do not hesitate to contact 
marketing@aludium.com. 

Arnaud de Weert  
CEO 

Introduction 
Signage and branding
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There are three categories of signage:

1. Wayfinding: Signage which guides people to destination within the 
Aludium site.

2. Safety, warning, and prohibition signs (known as SWP): Signs which 
alert people to a danger, potential accident, or explain how to pro-
tect yourself against workplace conditions.

3. Traffic guidance: Signs which help car and truck drivers find their 
way within the plant. These signs are functional and, where possi-
ble, copy existing signage from public roads to eliminate confusion.

Signage
Categories

Wayfinding

Safety, Warning & Prohibition Signs (SWP-Signs)

Traffic guidance

ENSAYOS FISICOS
QUALITY LAB

Safety Warning Prohibition

!ATENCION!
PASO DE 

CARRETILLA

ES 
OBLIGATORIO 
USAR GRAFAS

PROHIBIDO
FUMAR

�
APARCAMIENTO

FABRICA

CAMIONES PASO POR BÁSCULA
ATENCIÓN AL SEMÁFORO

ALMACENES DE
CARGA Y DESCARGA
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The grid has been developed to make all signage coherent. 
Two different sized grids are used:
• For signs bigger than a sheet of A4: use a module size of 5 x 5 cm
• For signs smaller than a sheet of A4: use a module size of 2 x 2 cm.

If you have an extremely large or small sign, you can create an appropri-
ate module size, but make sure you respect the proportions of the brand 
identity.

The use of the grid is mandatory in all signage applications. If you have 
any questions about its application, contact marketing@aludium.com
 

Signage
The Grid

modulesize 5 cm 

modulesize 2 cm 

1/3

1/3

1/3

1/3

1/3

1/3
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Wayfinding 
Using the 5 cm grid

Wayfinding is helping people to find their way to a destination at 
the plant and to establish a brand identity at the same time.  

The following basic elements are used to build the brand identity:
• Brand bars in blue and orange
• Brand icon
• Our tagline: premium aluminium

If the distance between the brand icon and the tagline becomes 
smaller than the width of the brand icon, the tagline can be 
dropped.

In addition you will need:

• Arrows
• Text elements in the Aller font
• Free space

The use of the grid is mandatory in all cases. 

LAMINACION
ROLLING

QUALIDAD
QUALITY CONTROL

brand bar yellow
PMS 1235 C

tagline
Aller Light 64 pt (1/3 of a module)
white

Aller Bold, 193 pt (1 module)
PMS 289 C

arrow
PMS 289 C
5 pt width 
(2/3 of a module)

Aller Bold, 128 pt 
(2/3 of a module)
PMS 289 C

arrow
PMS 289 C
5 pt width 
(2/3 of a module)

minimum
free space

Alignment to the left of 
main title with the brand icon

Alignment to the right of 
main title with the ‘a’ of  aluminium

= 5cm

brand bar blue
PMS 289 C

brand icon
PMS 116 C and 1235 C
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Wayfinding 
Using 2 cm the grid

Wayfinding signs help people to find their way to a destination at 
the plant and establish our brand identity at the same time.

The following basic elements are used to build the brand identity:
• Brand bars in blue and orange
• Brand icon
• Our tagline: premium aluminium

If the distance between the brand icon and the tagline becomes 
smaller than the width of the brand icon, the tagline can be 
dropped.
In addition you will need:

• Arrows
• Text elements in the Aller font
• Free space

The use of the grid is mandatory in all cases. 

ENSAYOS FISICOS
QUALITY LAB

brand bar yellow
PMS 1235C

brand bar blue
PMS 289 C

tagline
Aller Light, 26 pt (1/3 of a module) 
white

Aller Bold, 77 pt (1 module) 
PMS 289 C

arrow
PMS 289 C
2 pt 

Aller Bold, 51 pt 
(2/3 of a module) 
PMS 289 C

        

arrow
PMS 289 C
2 pt 

brand icon
PMS 116 C and 1235 C

= 2cm

minimum
free space
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Wayfinding
Gate Numbers

Gate numbers are installed next to the corresponding gates.

Gate numbers are always stand alone. They are never combined 
on the same panel as other elements such as warnings or safety 
signs. 15

brand bar yellow
PMS 1235 C

brand bar blue
PMS 289 C

Aller Bold
PMS 289 C
1056 pt (5 modules + 1/3 of a module)

brand icon
PMS 116 C 
and 1235 C

tagline
Aller Light 64 pt (1/3 of a module)
white

= 5cm

free space
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Wayfinding
Alignment with other signs

15If a wayfinding sign is installed close to another sign, the space 
between the signs should be at least equal to the height of the 
yellow brand bar (one module of the grid).

Multiple horizontal signs should always be aligned to the top. 
Multiple vertical signs are aligned to the left and in line with the 
top sign. If possible, make additional signs the same size as the 
others.

LAMINACION
ROLLING

QUALIDAD
QUALITY CONTROL

LAMINACION
ROLLING

QUALIDAD
QUALITY CONTROL
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Wayfinding
Example

brand bar yellow
PMS 1235C

tagline
Aller Light, 26 pt (1/3 of a module)
white

Aller Bold, 193 pt (5 cm)
PMS 289 C

minimum 
free space

Alignment to the left of 
main title with the brand icon

Alignment to the right of 
main title with the ‘a’ of  aluminium

= 2 cm

brand bar blue
PMS 289 C

brand icon
PMS 116 C and 1235 C

OFICINAS GENERALES Aller Bold, 77 pt 
(1 module) 
PMS 289 C

0 1
Direccion De Fabrica
Seguridad -  Medioambiente
Financiero Contable
Recursos Humanos
Compras

Direccion
Comercial
Logistica
Ingenieria

Aller Light, 157 pt
(2 modules)
PMS 1235C

Aller Bold, 26 pt 
(1/3 of a module)
PMS 289 C

width 2 pt 0,085 cm
PMS 289 C
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Branding

To create a homogeneous look and feel in the plants, some 
general agreements have been defined.

The activity bar has been developed to decorate and brand the 
walls in the entrance of the main building of a plant, or to 
decorate the most important meeting rooms.

If you want to receive the high definition files to print locally, 
please contact marketing@aludium.com.

Amorebieta Alicante Castelsarrasin Cindal R&D

I< 15,5 >I

I< 15,5 >I

I< 186,5 >I I< 15,5 >I
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>I

I< 129 >I

I<
 

19
 

>I

I<
 

he
ig

ht
29

2 
>I

I<
 

ey
eh

ei
gt

h1
78

 
>I

I< 65 >I

I<
 

38
 

>I

I<
 1

0 
>I

I< 250,5 >I



Aludium • 32Corporate Identity Manual • V 2.0 - 15 03 2016

Branding
Pictures of our products and production facilities can be used to 
decorate walls of offices, meeting rooms and hallways.

These pictures should have a blue brand bar at the bottom in 
the proportions shown

If you want to receive the high definition files to print locally, 
please contact marketing@aludium.com.

blue brand bar ±10% of total height

Image of product of production
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Branding

To accentuate our brand identity, it might be useful to paint a compete 
wall in one of the brand colours, and to include the logo in colour.

The main entrance doors and gates can be painted completely in Aludium 
orange (PMS 116) to accentuate the main entrance.
If the base of a wall was painted in a colour, it should be repainted in 
Aludium dark blue (PMS 289).

If you want to develop special decorative elements in your department, 
please contact marketing@aludium.com

LAMINACION
ROLLING

QUALIDAD
QUALITY CONTROL

 Acceso prohibido a 
toda persona ajena a 

este taller

 

PMS 116 C

PMS 289 C

PMS 289 C

PMS 116 C

PMS 1235 C

PMS 289 C
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SWP-Signs 
Safety, warning and prohibition signs

SWP signs make everybody aware of the danger in a location. 
They show how to:
• Protect against harsh or dangerous conditions (safety)
• Prevent accidents (warning)
• Prohibit actions that are not allowed (prohibition)
 
All SWP-signs have the same style: a dark blue rectangle with 
rounded corners on a white background.

The colour of the sign follows this code:
• Safety: dark blue – PMS 289C
• Warning: orange – PMS Yellow 116C
• Prohibition: red – PMS 1797C

Order
SWP signs can appear individually, as a group of signs, or to-
gether with wayfinding signs. It is important to stress that the 
order of presentation is important. Safety always precedes a 
warning, and warnings appear before prohibitions

Safety Warning Prohibition

!ATENCION!
PASO DE 

CARRETILLA

ES 
OBLIGATORIO 
USAR GRAFAS

PROHIBIDO
FUMAR

�
Ø 11,7 cm 

PMS 1797 C
H 10,1 x W 11.7 cm 
PMS Yellow 116 C

Ø 11.7 cm 
PMS 289 C

stroke: 12 pt width: 0,44 cm
round corners: 1,3 cm
PMS 289 C

= 5 cm

Aller Bold, 47 pt
PMS 289 C

height 
(4 modules 
+ 2/3 of a module)

width (3 modules)
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SWP-Signs
Complete library - Spanish

A complete library of SWP-pictograms is available at 
aludium.com/corporate_identity. You can also download a 
PDF which gives an overview of all signs, and .eps files for use 
in graphic production.

The colour of the sign respects this colour code:
• Safety: dark blue – PMS 289C
• Warning: orange – PMS Yellow 116C
• Prohibition: red – PMS 1797C

ES 
OBLIGATORIO 
USAR GAFAS

PROHIBIDO 
APARCAR

¡ATENCION!
PASO DE 

CARRETILLAS

MATERIAL 
INFLAMABLE

¡PELIGRO! 
PASO DE CARRO 

AUTOMÁTICO

PROHIBIDO EL 
PASO DE 

CARRETILLAS

ES 
OBLIGATORIO 

USAR GUANTES

ENTRADA 
PROHIBIDA A 

PERSONAS NO 
AUTORIZADAS

¡RECUERDA! EN LOS 
PASOS DE PEATONES 

LAS CARRETILLAS 
SIEMPRE TIENEN 

PREFERENCIA

¡PELIGRO! 
NO HACER 

FUEGO

¡ATENCIÓN! 
CARGAS 

SUSPENDIDAS

RIESGO DE 
CAÍDAS

ES 
OBLIGATORIO 

USAR CALZADO 
DE SEGURIDAD

PROHIBIDO EL 
PASO A 

PEATONES

¡PELIGRO! 
CAMPO 

ELECTRO-
MAGNÉTICO

¡PELIGRO! 
LÍQUIDOS 

CORROSIVOS

MANTENERSE 
ALEJADO DE LAS 

CARGAS 
SUSPENDIDAS

¡PELIGRO! 
CAÍDAS A 

DISTINTO NIVEL

PROTECCIÓN 
RESPIRATORIA 

EN CASO 
NECESARIO

PROHIBIDO 
FUMAR

¡PELIGRO! 
ALTA TENSIÓN

ÁCIDOS 
CORROSIVOS

PASO 
OBLIGATORIO 

PARA PEATONES

UTILICE EL 
PASAMANOS

EQUIPO DE 
INTERVENCIÓN: 
TIEMPO DE USO 

20 MINUTOS

PROHIBIDO 
FUMAR Y 

ENCENDER 
FUEGO

ALTA TENSIÓN 
PELIGRO DE 

MUERTE

PRODUCTOS 
TÓXICOS

SIGA LOS 
PASILLOS PARA 

PEATONES

ES OBLIGATORIO 
ARNÉS DE 

SEGURIDAD

ES 
OBLIGATORIO 
USAR CASCO

¡PELIGRO! 
RADIACIONES 
IONIZANTES

¡ATENCIÓN!

ACCESO SÓLO 
PERSONAL 

AUTORIZADO EN 
TRABAJOS DE 

ALTURA

¡PEATÓN! ALÉJATE 
DE LA CARRETILLA 

AL MENOS 1 M

ES OBLIGATORIO 
USAR 

PROTECCIÓN 
AUDITIVA

¡PELIGRO! 
ATMÓSFERA 
EXPLOSIVA

CARGA Y 
DESCARGA DE 
PRODUCTOS 

QUÍMICOS

PERMISO DE 
ACCESO 

OBLIGATORIO

PROHIBIDO BAJAR AL 
SÓTANO CON EL 
LAMINADOR EN 

MARCHA

01

07

17a

24a

29c

33

02

08

17b

24b

30a

39a

03

09

18

26a

30b

39b

04a

10

19a

26b

31a

43

04b

12

19b

27

31b

44

05

15

20

29a

32a

45

06

16

22

29b

32b

46
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SWP-Signs
Complete library - French

A complete library of SWP-pictograms is available at 
aludium.com/corporate_identity. You can also download a 
PDF which gives an overview of all signs, and .eps files for use 
in graphic production.

The colour of the sign respects this colour code:
• Safety: dark blue – PMS 289C
• Warning: orange – PMS Yellow 116C
• Prohibition: red – PMS 1797C

PROTECTION 
OBLIGATOIRE 

DE LA VUE

ACCÈS INTERDIT 
AU PERSONNEL 
NON AUTORISÉ 

EMPLACEMENT OÙ 
UNE ATMOSPHÈRE 
EXPLOSIBLE PEUT 

SE PRÉSENTER

DANGER 
GÉNÉRAL

PROTECTION 
OBLIGATOIRE 

DES MAINS

ACCÈS INTERDIT 
À TOUTE 

PERSONNE NON 
AUTORISÉE

MATIÈRES 
EXPLOSIVES

PROTECTION 
OBLIGATOIRE 

DES PIEDS

INTERDICTION 
DE FUMER

VÉHICULE DE 
MANUTENTION

MATIÈRES 
INFLAMMABLES 

OU HAUTE 
TEMPÉRATURE

PROTECTION 
OBLIGATOIRE 

DES VOIES 
RESPIRATOIRES

EAU NON 
POTABLE

RADIATIONS 
NON 

IONISANTES

MATIÈRES 
COMBURANTES

PROTECTION 
OBLIGATOIRE 

DE LA TÊTE

INTERDICTION 
D’APPORTER DU 

FEU

DANGER 
ÉLECTRIQUE

MATIÈRES 
CORROSIVES

PROTECTION 
OBLIGATOIRE DE 

L’OUÏE

INTERDICTION 
D’ÉTEINDRE 

AVEC DE L’EAU

RAYONNEMENT 
LASER

MATIÈRES 
TOXIQUES

INTERDIT

INTERDICTION 
D’ENTREPOSER

CHAMP 
MAGNÉTIQUE

MATIÈRES 
RADIOACTIVES

01

08

15

22

29

02

09

16

23

03

10

17

24

04a

11

18

25

05

12

19

26

06

13

20

27

07

14

21

28
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Emergency-Signs
Complete library - Spanish

Emergency signs are never combined with SWP signs!
They are put acccording to the instruction of the EHS-
manager. Emergency signs can be downloaded at
aludium.com/signs.

EXTINTOR

PUNTO DE 
ENCUENTRO Nº1

PULSADOR DE 
ALARMA

PUNTO DE 
ENCUENTRO Nº2

SALIDA DE 
EMERGENCIA

PUNTO DE 
ENCUENTRO Nº3

PARADA DE 
EMERGENCIA

PUNTO DE 
ENCUENTRO Nº4

CARRO 
EXTINTOR

LAVAOJOS DE 
EMERGENCIA

BOCA DE 
INCENDIO

DUCHA Y 
LAVAOJOS DE 
EMERGENCIA

34

41a

35

41b

36

41c

37

41d

38

42a

40

42b
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SWP-Signs
Single sign

Application of an individual sign.

A single SWP sign can be installed without the brand bars.

Where more than one SWP sign is installed, a brand bar is 
mandatory. This can occur at the entrance to a department.

ES 
OBLIGATORIO 
USAR GRAFAS

= 5cm
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SWP-Signs
Multiple signs

Applications with more than one SWP sign.

Where more than one SWP sign is installed, a brand bar 
is mandatory. This can occur at the entrance to a de-
partment.

The name of the department and the SWP signs are 
combined on one panel with the brand bars (see next 
page).

= 5cm

LAMINACION
ROLLING

!ATENCION!
PASO DE 

CARRETILLA

ES 
OBLIGATORIO 
USAR GRAFAS

PROHIBIDO
FUMAR

�
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SWP-Signs
Large warning panels

Large warning panels are considered to be a single SWP sign. 
Brand bars are not be used.

These signs are completely orange, and use official pictograms 
in PMS 289 C. 
The pictograms are available from aludium.com/signs.

Texts:
• Titles: Font size depends on the size of the panel but al-

ways use bold and capitals
• Body text: Font size depends on the size of the panel, but 

use always bold, initial capitals and lowercase.
• Alignment horizontal: centered
• Alignment vertical: centered

�
Sr. Conductor: 

En el interior de 
Factoria, se le exigirá el 
respeto a todo tipo de 

señalización.

Aller Bold 
capitals and lower case
PMS 289 C

PMS 289 C

PMS 116C

free space
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SWP-Signs
Fences

Because fence signs are considered a single SWP sign, brand bars are 
not to be used.

These signs are completely orange, and use official pictograms in 
black. The pictograms are available from aludium.com/signs

Texts:
• Titles: Font size depends on the size of the panel but always use 

bold and capitals
• Body text: Font size depends on the size of the panel, but use al-

ways bold, initial capitals and lowercase.
• Alignment horizontal: centered
• Alignment vertical: centered

EMPUJAR

TIRAR
¡RECUERDA!

En los pasos
de patones.
Las carretillas
siempre tienen preferencia.

�

Aller Bold always in capitals
PMS 289 C

PMS 289 C

PMS 116C

Aller Bold 142,5 pt 
always capitals
PMS 289 C

Aller Bold capitals and lower case 72 pt
PMS 289 C

Aller Bold 
always capitals
PMS 289 C

25 cm

60 cm

centered warning sign
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Traffic guidance

Traffic signs help car and truck drivers find their way within 
the plant and remind them of traffic regulations.

These signs are purely functional and should copy signs that 
are installed on public roads where possible.

For arrows with text, we always use a white background with 
text in dark blue capitals. The font is Aller Bold and colour is 
PMS 289.
Warning signs are in yellow (PMS 116) with text in capitals and 
dark blue (Aller Bold/PMS 289).

APARCAMIENTO
FABRICA

CAMIONES PASO 
POR BÁSCULA

ALMACENES DE
CARGA Y DESCARGA

!ATENCIÓN AL
SEMÁFORO!

Left alignment Aller bold 
text in capitals PMS 289 

Right alignment Aller bold 
text in capitals PMS 289 

Left alignment Aller bold 
text in capitals PMS 289 

Center alignment Aller bold 
text in capitals PMS 289

PMS 289 C

PMS 116C

APARCAMIENTO
FABRICA

CAMIONES PASO 
POR BÁSCULA

ALMACENES DE
CARGA Y DESCARGA

!ATENCIÓN AL
SEMÁFORO!

Left alignment Aller bold 
text in capitals PMS 289 

Right alignment Aller bold 
text in capitals PMS 289 

Left alignment Aller bold 
text in capitals PMS 289 

Center alignment Aller bold 
text in capitals PMS 289

PMS 289 C

PMS 116C

APARCAMIENTO
FABRICA

CAMIONES PASO 
POR BÁSCULA

ALMACENES DE
CARGA Y DESCARGA

!ATENCIÓN AL
SEMÁFORO!

Left alignment Aller bold 
text in capitals PMS 289 

Right alignment Aller bold 
text in capitals PMS 289 

Left alignment Aller bold 
text in capitals PMS 289 

Center alignment Aller bold 
text in capitals PMS 289

PMS 289 C

PMS 116C
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premium aluminium

T + 34 965 98 94 64
info@aludium.com
www.aludium.com

Av. De Elche, 109 
03008 Alicante

Spain




